EDC12-100 (12V 110Ah) Deep Cycle Batteries
Nominal Voltage 12v
Nominal Capacity(20 Hr) 110Ah
Length 307+1mm( 12.09 inches)
Dimension Width. . . 169+1mm( 6.65 inches)
Containeriner Height 211+1mm( 8.30 inches)
Total Height (With terminal)  215+1mm( 8.46 inches)
Approx Weight Approx30.2kgs(66.57 Ibs) VALV REGULATED LEAS
Design life 12 years '100
Terminal M8
Container Material ABS
110.0Ah/5.5A (20hr, 1.75V/Cell, 25 °C/77°F)
. 100.1Ah/10 A (10hr, 1.80V/Cell, 25 °C/77°F)
Rated Capacity
87.5Ah/17.5A (5hr, 1.75V/Cell, 25 °C/77°F)
61.2Ah/61.2A (1hr, 1.60V/Cell, 25 °C/77°F)
Max. Discharge Current 1100A(5s)
Internal Resistance Appro<5.5m¢@

Discharge: -20 °C~50 °C
Operating Temp. Range Charge: 0°C~40°C
Storage:  -20 °C~50 °C + All purpose

Unint table P 5 I '
Nominal Operating Temp. Range 25+3 °C(77+5°F ) ¢ Elnmcté":p a BS UtWBr{EL:Sp}ﬂUPS.
+ Electric Power System

L 3

Cycle Use 14.4V-15.0V at 25 °C(77°F ) Temp. Coefficient-20mV/C 4 Emergency light
*
+

No limit on Intital Charging Current Voltage 13.5V- Railway signal

Standby Use 13.8V at 25 °C(77°F ) Temp. Coefficient-20mV/C

Aircraft signal

+ Alarm and security system

o, 0| 0,
Capacity affected by ;(5) OEE ;%FF) ) igg;’ + Electronic apparatus & equipment
Temperature 0°C( 32°F ) 86‘-’; + Communication power supply
° + DC power supply
ECL series batteries may be stored for up to 6 months 415 controlsystem
Self Discharge at25 ‘TC(77°F ) and then a freshemr.wg charge‘ls required.
For higher temperatures the time interval will be
shorter.
~ Constant Current Discharge (Amperes) at25°C (77F)
FV/Time | 15min 30min 45min 1h 2h 3h Sh Bh 10h 20h 100h
1.60V 1416 90.4 5.4 6.2 3.8 273 18.5 12.2 10,89 5.83 1.32
1.67V 139.0 BE.% 65.2 60.0 38.1 26.7 18.2 12.0 10.67 572 130
1.70V 136.4 B7.1 64.0 58.9 37.4 26.3 17.8 11.8 10.45 5.61 1.27
1.75V 133.9 85.5 628 57.8 36.6 25,7 17.5 11.6 101.34 5.50 1.24
1.80V 128.7 82.2 60.4 55.6 352 248 16.8 11.1 10.01 545 1.22
~ ConstantPower Discharge (Watts) at 25°C (77F)
FWTime | 15min 30min 45min 1h 2h 3h 5h 8h 10h 20h 100h
1.60V 2725 174.0 127.9 117.4 74.6 524 356 234 210 11.4 2.54
1.67V 267.5 170.% 125.5 115.3 733 515 35.0 23.1 20.6 11.1 249
1.70V 262.6 167.6 123.2 113.1 T8 50,5 34.3 22.7 20.2 11.1 2.44
1.75V 257.6 164.5 120.9 1110 70.5 49.5 33.7 222 19.8 10.9 2.40
1.80V 2477 158.2 116.3 106.7 67.9 47.6 32.35 21.3 19.0 10.6 2.35
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Testing condition

Discharging:current0.17C (FV 1.7V/cell);
Charging:current 0.25C max, voltage 2.45V/cell;
Charging volume:125% of discharged capacity.
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Specifications subject to change without prior notice.

Deep Cycle Batteries
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No supplementary charge required.
(Carry out supp lementary charge before use if 100% capacity is required.)

Supplem entary charge required before us e.Optional charging way as below:
1.Charg ed for above 3 days at limted current 0.25CA and constant volatge 2 .25V/cell.

2.Charg ed for above 20 hours at limted current 0.25CA and constant volatge 2 .45V/cell.

3.Charg ed for 8~10 hours at limited current 0.05CA .

Supplem entary charge may often fail to recover the capacity.
The battery sho uld nev er be left standingtill this is reached.
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